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Metal Removal Fluids S

WATER SOLUBLE

Offers improved bio-stability performance over
current synthetic chemistries in the market
Formaldehyde donor-free and bland odor provide
o . . o o a worker friendly environment
QQAKERCOOI._ 2776 ?(T isa heavy—dut){ syr)thetlc maphmmg an.d grinding Produces little to no foam in soft to moderate
QUAKERCOOL® 2776 XT  fluid that provides a high degree of lubrication, cleanliness, cooling, and water hardness conditions, even with

corrosion protection. high-pressure scrubber nozzles
Extremely effective “block co-polymer” synthetic
lubricant features inverse solubility. It reacts to the
heat of metal deformation to provide instant added
lubrication. Contains no mineral oil

Effective wetting characteristics provides better
cooling, improved dimensional accuracy and
surface quality

Excellent bacteria resistance and long sump life
resulting in lower disposal costs

Designed to reject tramp oils, provide clean parts
QUAKERCOOL® 5035 H is a high performance, ultra-stable semi-synthetic ad keep ,machines clean
metalworking coolant designed for medium to heavy duty applications. Superior corrosion protection

Recyclable and offers chlorine formaldehyde,
nitrites free chemistry

Multi-metal compatible product technology. Can
be used on aluminum and ferrous applications or
product consolidation and reduced inventory

Excellent foaming, odor, and misting properties

QUAKERCOOL® 5035 H

Universal coolant: Multi-metal compatible - one
product satisfies all machining requirements

Bio-stable formulation extends sump life. Minimizes
waste treatment, disposal, and recharge costs. No
repeated need for sump-side additives

Low foam: Ideal for high feeds and speeds and high
pressure applications

Contains no boron, chlorine, formaldehyde or
silicon

HOCUT® 795 H is a chlorine-free, soluble oil metal removal fluid with high

®
HOCUT® 795 H ubricity.
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PRODUCT
BENEFITS

- Bio-stable technology provides excellent sump
life and microbiological resistance including
bacteri
QUAKERCOOL® 740 is a boron-free emulsifiable metalworking fluid. ) g()ézce(?leii f?;:js handling broberties
QUAKERCOOL® 740 Designed for ferrous machining and grinding operations requiring good . . . gp . P .
- Tight micro-emulsion provides excellent tramp oil

lubricity, cleanliness, cooling and corrosion protection. rejection and reduced drag out

- Enhanced lubrication package provides excellent
results on ferrous alloys

- Excellent bacteria resistance and long sump life
resulting in lower disposal costs

- Multi-metal product for use on automotive and
aerospace aluminum alloys as well as stainless
steel and ferrous applications

- Superior corrosion protection on the part and
machine

- Designed to reject tramp oils and does not
emulsify hydraulic, gear or way oils

QUAKERCOOL® 8013 is a high performance, heavy duty synthetic

QUAKERCOOL® 8013 : - .
metalworking fluid for use on aluminum and aerospace alloys.

- Effective wetting characteristics provides better
cooling, improved dimensional accuracy and
surface quality

QUAKERCOOL® 5035 is a high performance, ultra-stable semi-synthetic ) Efxecreélseu%%?ﬁgﬁéﬁ%ﬁgéigi%ﬁg&e and long sump

QUAKERCOOL® 5035 metalworking coolant designed for heavy duty and extreme pressure (EP) . Designed to reject tramp oils, provide clean parts
applications. and keep machines clean

- Recyclable and offers formaldehyde and nitrites
free chemistry

- Superior corrosion protection

©2024 Quaker Houghton. All rights reserved. V001.24.07.EN.AM



Metal Removal Fluids S

Authorized Distributor

Versatile: can process very various materials,
ranking from fiber composites, to aero aluminum
alloys as well as ferrous alloys

High detergency: leaves clean parts and working
environment

Extended tool life: thanks to anti-wear additive
package tool wear is minimized, saving tooling
costs

Very long sump-life: new HOCUT® 4000 series
emulsion technology extends intervals between

HOCUT® 4260 is an advanced, low to heavy duty, boron-free and

HOCUT® 4260 ‘ Idehvde.f Isi hnol . | it clean outs
ShimElEEneRHIES EmklEEn Delinel ek eivire) Weiny e Sl p-iE; Very stable emulsion: fewer additive treatments

and lower usage costs
Inhibits aluminum staining: can be used for
sensitive alloys eg 7000 series
Very low foaming: ideal for the highest speeds
and pressures in soft to hard water (10°dH -
70°dH)
Excellent EHS profile: boron, formaldehyde,
chlorine and phenol-free. Contains only TRGS 611
approved amines
Enhanced lubricity technology improves plant
economics
Extends tool life
Improves productivity - reduces cycle time
Provides superior surface finish - reduces rework

HOCUT® 767 HOCUT® 767 is an economical, chlorine -free, synthetic metal removal fluid and scrap raptes

for general purpose machining and grinding. Enhanced corrosion protection for ferrous metals.

Protects both parts and machinery

Bio-stable formulation extends sump life.
Minimizes waste treatment, disposal, and
recharge costs. No repeated need for sump-side
additives

©2024 Quaker Houghton. All rights reserved. V001.24.07.EN.AM
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BENEFITS

- Waste treatable
- Rejects tramp oll
HOCUT® 769-D is a heavy-duty, bio-stable, synthetic coolant for machining - Drops fines quickly
and grinding of ferrous metals. . Assures low treatment costs

- Eliminates coolant spoilage due to oil
contamination

HOCUT® 769-D

- Formaldehyde, boron and secondary amine free

- Mineral oil free

- Very high emulsion stability even at high hardness
- Good bio-resistance

- Good tramp oil rejection

QUAKERCOOL® 750 TP is a high performance, mineral oil free micro

QUAKERCOOL® 750 TP . . .
emulsion metalworking fluid.

- Free of boron, chlorine and formaldehyde
releasers

- Reduces tool wear when machining difficult alloys
QUAKERCOOL® 7750 is a semi-synthetic metalworking fluid formulated with including stainless steel

QUAKERCOOL® 7750 the latest low environmental impact technology but yet delivering superior - Imparts smooth finish when machining aluminum
performance in cutting metals and handling the fluid. - Resists formation of soaps relative to older
technology platforms

- Controls foam in water hardness from 50ppm to
500 ppm

- Enhanced lubricity technology improves plant
economics, extends tool life

- Improves productivity - reduces cycle time
- Provides superior surface finish - reduces rework
and scrap rates
HOCUT® 795 B is compatible with hard water, clean-running and bio-stable - Lower running concentration reduces coolant

HOCUT® 795 B assuring long, odor-free sump life. Suitable for both centralized systems and usage . .
single-sump machines. - Excellent corrosion protection for Aerospace

alloys. Protects both parts and machinery

- Bio-stable formulation extends sump life.
Eliminates odors. Minimizes waste treatment,
disposal, and recharge costs. No repeated need
for sump-side additives

- Clean-running, low-foam

©2024 Quaker Houghton. All rights reserved. V001.24.07.EN.AM
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QUAKERCOOL® 730 TP is a high-performance , mineral oil free
QUAKERCOOL® 730 TP  micro-emulsion metalworking fluid. Proven performer in demanding
machining and grinding operations.

NEAT OIL

A Quaker
va Houghton.

Advanced lubrication technology based on a
micro-emulsion of proprietary synthetic esters

Working solutions range from transparent to
translucent depending on makeup water quality

Excellent short-term corrosion protection is
provided on ferrous surfaces and galvanized
surfaces

Provides superior tool life even at low
concentrations

Rinse clean, leaving an excellent non-tacky
residue

Both the concentrate and the mixed emulsion
have a pleasant odor for good operator
acceptance

QUAKERCUT® 010 ES is a high-performance machining and grinding oil.

®
QUAKERCUT® 010 ES Based on advanced lubricating technology.

WOCOCUT® SM-165 is an excellent tri-purpose oil for automatic screw
WOCOCUT® SM-165 machines, providing good cutting properties and excellent internal
lubrication.

©2024 Quaker Houghton. All rights reserved.

No chlorine or zinc meeting environmental
protection and health requirements

Low oil mist
Low foam and good air release

Unique boundary lubricants and extreme
pressure additives give excellent film strength

Reduced wheel dressing required reduces
downtime and maintenance

Excellent lubrication characteristics leave high
quality surface finish

Good tool life and improved surface finish
Skin compatible and friendly

Excellent oxidation stability

Safe on yellow metals

Dual-purpose oil: Can be used as the hydraulic oil,
machine lube, and cutting oil in machine tools
such as automatic screw machines.

V001.24.07.EN.AM
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Superior lubricity: cutting tools last longer

CUT MAX® MIST 4199 is an environmentally friendly multi-purpose machining ﬂ%?nﬂge'z g?gﬁgﬂr{:%?eig ageegl:‘gtrjrc/gaggg%?ss;osal

CUT MAX® MIST 4199 and grinding fluid for mist application. Formulated using naturally occurring No need for clean parts
fatty oils.

Environmentally friendly
Excellent EHS

Unique combination of film strength, friction
reduction and extreme pressure lubrication
assures optimum stone life, surface finish, and
prevents metallurgical burns

No objectionable odors and does not encourage
dermatitis

Does not contain any material shown to be a
carcinogen by the National Toxicology Program
(NTP), the International Agency for Research on
Cancer (IARC), or OSHA

Low viscosity improves cooling and minimizes
consumption. Metal can be removed faster and
less fluid is lost due to drag out

QUAKERCUT® 004 PE is a proven performer in honing, grinding, and lapping

QUAKERCUT® 004 PE .
operations on alloy and carbon steel.

Faster cutting of difficult alloys - Reduces cycle
times and process costs

More production, longer tool life

CUT-MAX® 570 CUT-MAX® 570 is a heavy duty straight cutting oil. Enhanced lubricity provides extended tool life and
reduces tooling cost

Provides improved part finish which reduces
overall cost through reduced rework and scrap
rates

Excellent lubrication, high extreme pressure, and
good cooling and rinsing effect

DASCOLENE® 617 US is used for the machining and grinding of moderate High machining capacity and good air release

®
DASCOLENE® 617 US maintainability ferrous materials. Low oil mist

Good filtration properties
Reishauer Machine and Kapp Machine approval

©2024 Quaker Houghton. All rights reserved. V001.24.07.EN.AM
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- Clean, brighter metal surfaces as well as metal
CINDOL® 3101 CINDOL® 3101 is a high performance, non-staining cutting oil. finish
- Excellent lubricity and improved tool life

EDM

- Reduces DC arcing
- High flash point reduces fire risk

- Lower viscosity allows for more rapid flushing at
point of cut

- Readily biodegradable

- High API gravity allows rapid settling of particles in
filter

- Low odor formulation

- High di-electric strength reduces polishing time of
molds

- Approved for use in nuclear facilities, in ONA
Filtration Systems, and Transfer Approved

EDM 244™ is a special fluid, developed by Commonwealth Oil for Electrical
EDM 244™ Discharge Machines utilized to produce very fine and intricate cuts and
profiles.

©2024 Quaker Houghton. All rights reserved. V001.24.07.EN.AM
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