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DIE RELEASE LUBRICANTS 

DIE SLICK®  175  DIE SLICK®  175 is a solub le o il- based  d ie lub ricant  

- Does not  cause paint  or coat ing  p rob lem s
- Cast ings are b right  and  shiny
- Form s a tough d ie f ilm  that  resist s so ldering  and  

p rom otes good  m etal f low

EJECTOR PIN LUBE 

DIE SLICK®  77
DIE SLICK®  77 is a high tem perature lub ricant  developed  spec if ically 
for use on ejec tor p ins and  other m oving  par t s of  t he d ie. 

- Form s a tenac ious coat ing  that  resist s leaching  or 
carry t hrough onto t he m etal being  cast

- Provides excellent  lub ricat ion and  p rotec t ion
- Does not  p rom ote corrosion or p it t ing

SOLDER REMOVAL & DIE CONDITIONING WAX

DIE SLICK®  ANTI- SOLDER # 7
DIE SLICK®  ANTI- SOLDER # 7 is a sof t  w ax com pound  that  is 
designed  to be app lied  to hot  d ies. 

- Im proves re lease w ithout  build  up
- Rem oves solder build  up
- No staining  of  t he cast ings
- Minim al sm oke

P
R

O
D

U
C

T

D
ES

C
R

IP
T

IO
N

B
EN

EF
IT

S

Die Cast ing


	plc_die_casting_dist_EN_AM_LTR_MH
	Page 1
	Page 2


