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HEAT TREATMENT

AQUA- QUENCH®  260
AQUA- QUENCH®  260  is a pale am ber coloured  f luid  concent rate based  
upon polyalkylene g lycol.

- Econom ic :

- Provides uniform  heat  t ransfer charac terist ic s

- Minim ize d istor t ion and  p rovides excellent  
d im ensional cont ro l 

- Elim inates steam  pocket s, uneven heat  t ransfer, 
high residual st ress and  st ress corrosion c racking  
assoc iated  w ith w ater quenching  

- Elim inates needs for heat ing  of  quench tanks

- Provides f lexib ilit y of  quenching  speed  

- Operator friendly: 

- Elim inates sm oke fum es assoc iated  w ith o il 
quenching  

- Boron and  form aldehyde- releasing  b ioc ides f ree

- Safet y :

- Eliminates fire hazard

AQUA- QUENCH®  251
AQUA- QUENCH®  251 is a versat ile w ater so lub le polym er quenchant  for use 
in t he solut ion heat  t reatm ent  of  alum inum  alloys. Used  for t he hardening  of  
ferrous forg ings, casings, and  stam p ing . 

QUENCH OILS

DASCO®  QUENCH LBA 15
DASCO®  QUENCH LBA 15 is a high speed  quenching  o il designed  to p rovide 
the highest  hardness of  steel w it h m inim um  d istor t ion. 

- Ideal rates of  quenching  along  w ith g reat  uniform it y 
of  hardness 

- Reduced  sensit ivit y to  variab le ag it at ion ef fec t s
- Low  d rag- out  losses
- Par t icularly useful w hen com plete physicals m ust  

be obtained  f rom  par t s in t ight ly packed  basket s, 
w here o il c irculat ion is im paired  

- Great  stab ilit y in service w ith m inim um  changes in 
viscosit y and  other charac terist ic s

- High f lash point  m inim izes the danger of  f ire and  
form at ion of  sm oke - Resistance to oxidat ion, 
t herm al degradat ion, and  sludge form at ion of  o il 
during  service
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HOUGHTO- QUENCH®  
3430

HOUGHTO- QUENCH®  3430  is recom m ended for init ial f illing  of  o il system s 
w hen quench speed  is necessary for hardness and  there is add it ional desire 
for resistance to d istor t ion of  steel. 

- Resistance to norm al contam inant s
- Cont ro lled , fast  quench speed
- Bet ter cont ro l of  d istor t ion
- Minim um  dragout , m eaning  less sm oke and  

m akeup required
- Maxim um  m etallurg ical and  physical p roper t ies
- A fast  rate of  cooling  in t he init ial stage of  

quenching
- Low  quench o il cost  per kg  of  w ork p rocessed

HOUGHTO- QUENCH®  K
HOUGHTO- QUENCH®  K is an accelerated  quenching  o il suit ab le for use at  
tem peratures up  to 180 °F

- Fast  cooling  rate in init ial stage of  quenching :  
Maxim um  m etallurg ical and  physical p roper t ies

- Minim al d rag- out  of  quenching  o il: Less sm oke and  
m akeup required

- Excellent  oxidat ion resistance and  therm al 
stab ilit y: e lim inat ion of  w aste due to quench o il 
degradat ion

MAR- TEMP®  355
MAR- TEMP®  355 is a high per form ance accelerated  hot  quenching  o il 
suit ab le for use at  tem peratures of  up  to 375°F (190 °C). 

- Shor t  vapor phase and  fast  m axim um  cooling  rate 
for opt im um  hardness and  physical p roper t ies

- Prem ium  hot  quenching  (m ar tem pering )  o il 
p rovid ing  m axim um  d istor t ion cont ro l of  
quenched  com ponent s e lim inat ing  the need  for 
rew ork due to d istor t ion

- Excellent  oxidat ion and  therm al stab ilit y: Resist s 
form at ion of  sludge and  b reakdow n of  o il in use to 
ensure m axim um  oil life
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HOUGHTO- QUENCH®  G
HOUGHTO- QUENCH®  G is a m ed ium  speed  quenching  o il suit ab le for use at  
tem peratures up  to 82°C

- Fast  cooling  rate in init ial stage of  quenching : 
Maxim um  m etallurg ical and  physical p roper t ies

- Minim al d rag- out  of  quenching  o il: Less sm oke 
and  m ake up  required

- Excellent  oxidat ion resistance and  therm al 
stab ilit y: e lim inat ion for w aste due to quench o il 
degradat ion 

- Brighter Sur faces

HOUGHTO- QUENCH®  
3440

HOUGHTO- QUENCH®  3440  is an accelerated  quenching  o il suit ab le for use 
at  tem peratures up  to 180 °F (82°C)

- Fast  cooling  rate in init ial stage of  quenching : 
Maxim um  m etallurigcal and  physical p roper t ies

- Minim al d rag- out  of  quenching  o il: Less sm oke and  
m akeup required

- Excellent  oxidat ion resistance and  therm al 
stab ilit y: e lim inat ion of  w aste due to quench o il 
degradat ion 
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