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FIRE RESISTANT

QUINTOLUBRIC®  888- 68

QUINTOLUBRIC® 888- 68 w as designed  to rep lace ant i-w ear, m ineral 
o il- based  hydraulic  f luids used  in app licat ions w here f ire hazards exist . 
It  does not  contain w ater, m ineral o il, or phosphate ester, and  is based  
on high- qualit y, synthet ic , organic  esters and  carefully selec ted  
add it ives to achieve excellent  hydraulic  f luid  per form ance. 

- Global Form ulat ion
- Excellent  shear stab ilit y
- Best- in- c lass oxidat ion stab ilit y
- Reduced  environm ent  im pac t  

QUINTOLUBRIC® 888- 46

QUINTOLUBRIC®  888- 46 designed  to rep lace ant i-w ear, m ineral 
o il- based  hydraulic  f luids used  in app licat ions w here f ire hazards 
exist . QUINTOLUBRIC®  888- 46 can also be used  in environm entally 
sensit ive hydraulic  app licat ions w ithout  com prom ising  the overall 
hydraulic  system  operat ions. 

QUINTOLUBRIC®  822- 300  CM
QUINTOLUBRIC®  822- 300  CM, an anhydrous high per form ance, 
synthet ic  hydraulic  f luid  developed  spec if ically for c r it ical 
app licat ions w here high f luid  tem peratures m ay be encountered . 

- Excellent  t herm al stab ilit y and  ant i- sludge 
p roper t ies

- Excellent  pum p per form ance
- Com pat ib le w it h m ost  com m only used  elastom ers
- Max operat ing  tem perature of  220°F (104°C)

HOUGHTO- SAFE®  620 - TY

HOUGHTO- SAFE®  620 - TY is a f ire resistant  hydraulic  f luid  t hat  
p rovides excellent  per form ance in hydraulically operated  food  
p rocessing  equipm ent  f ryers, ovens, b readers, conveyors, and  other 
auxiliary equipm ent . 

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance p rem ium s

- Low  pour point  p rovides excellent  stab ilit y in co ld  
w eather app licat ions

- High viscosit y index allow s the f luid  to be used  at  
w ide tem perature range

- Provides excellent  lub ricat ion charac terist ic s w hich 
extends pum p and  com ponent  life

- Produc t  is NSF ? H1 Approved  for use w here 
inc idental contac t  w it h food  is possib le
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HYDROLUBRIC®  120 - B

HYDROLUBRIC®  120 - B is a synthet ic  w ater add it ive spec if ically 
designed  to m eet  t he needs of  cent ral w ater system s using  
rec ip rocat ing  p lunger, m ult i- stage cent r ifugal or m ult i- stage gear 
pum ps. 

- At  t he recom m ended concent rat ion the polar 
synthet ic  com ponent s in t he p roduc t  p rovides a 
f ilm  on m etal sur faces that  ef fec t ively reduces 
f r ic t ion and  p rovides p rotec t ion against  aqueous 
corrosion

- Produc t  is com pletely com pat ib le w it h 
convent ional d iluted  solub le o ils

HOUGHTO- SAFE®  620 - TY

HOUGHTO- SAFE®  620 - TY is a p rem ium  w ater g lycol f ire resistant  
hydraulic  f luid . Designed  to p rovide m axim um  safet y in food  p lant  
app licat ions w here there is a f ire hazard  such as open f lam es or high 
tem peratures areas. Spec ially form ulated  for use in m eat  and  poult ry 
p lant s operat ing  under t he USDA inspec t ion p rogram  that  requires 
lub ricant s and  hydraulic  f luids to be acceptab le for inc idental contac t  
w it h food . 

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance c laim s

- Low  pour point  p rovides excellent  stab ilit y in co ld  
w eather app licat ions

- High viscosit y index allow s the f luid  to be used  at  
w ide tem perature range

- Provides excellent  lub ricat ion charac terist ic s 
w hich extends pum p and  com ponent  life

- Produc t  is NSF- H1 approved  for use w here 
inc idental contac t  w it h food  is possib le
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HOUGHTO- SAFE®  620

HOUGHTO- SAFE®  620  is a p rem ium  w ater g lycol t ype f ire resistant  
hydraulic  f luid . Designed  to rep lace m ineral o il based  hydraulic  f luid . 
HOUGHTO- SAFE®  620  can be used  in or near f ire hazards app licat ions 
w ithout  com prom ising  the overall hydraulic  system  operat ion.

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance p rem ium s

- Low  pour point  p rovides excellent  stab ilit y in co ld  
w eather app licat ions

- High viscosit y index allow s the f luid  to be used  at  
a w ide tem perature range

- HOUGHTO- SAFE®  620  is recognized  w orldw ide 
and  is availab le g lobally.

- Provides excellent  lub ricat ion charac terist ic s 
w hich extends pum p and  com ponent  life

- Recognized  as one of  t he p rem ium  w ater g lycols 
availab le on the m arket  and  recognized  by 
Orig inal Equipm ent  Manufac turers

HOUGHTO- SAFE®  419- R

A Fac tory Mutual approved , w ater g lycol t ype f ire resistant  hydraulic  
f luid . Designed  to m eet  t he ext rac t ing  requirem ent s of  m odern 
indust r ial hydraulic  f luid . Provides m axim um  safet y in term s of  f ire 
resistance together w it h t he opt im um  com binat ion of  per form ance 
charac terist ic s and  econom y to t he user. Fac tory Mutual approved  as 
a less hazardous f luid . 

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance p rem ium s

- Low  pour point  p rovides excellent  stab ilit y in co ld  
w eather app licat ions

- High viscosit y index allow s the f luid  to be used  at  
a w ide tem perature range

- Provides excellent  lub ricat ion charac terist ic s 
w hich extends pum p and  com ponent  life
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COSMOLUBRIC® B- 230

COSMOLUBRIC® B- 230  a Fac tory Mutual approved  vegetab le o il 
derived  f ire resistant  hydraulic  f luid . Designed  to rep lace m ineral o il 
based  hydraulic  f luid  as w ell as polyol ester f luids. Can be used  in or 
near f ire hazards and  in environm entally sensit ive hydraulic  
app licat ions w ithout  com prom ising  the overall hydraulic  system  
operat ion. 

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance p rem ium s

- Fluid  is a GREEN produc t  t hat  is com posed  of  
renew ab le resources

- Com pat ib le w it h polyol ester f luids for ease of  
conversion

- Contains add it ives to enhance oxidat ion stab ilit y 
t hat  w ill extend  service life

- Provides excellent  lub ricat ion charac terist ic s 
w hich extends pum p and  com ponent  life

COSMOLUBRIC® B- 220  FMA
COSMOLUBRIC®  B- 220  FMA is a vegetab le o il derived  f ire resistant  
hydraulic  f luid  form ulated  w ith add it ives to enhance corrosion 
p rotec t ion, m etal passivat ion, and  oxidat ive inhib it ion. 

- Fac tory Mutual Approved  as a f ire resistant  
hydraulic  f luid  t hat  p rotec t s personnel and  
p roper t y f rom  acc idental f ire and  m ay low er 
insurance p rem ium s

- High viscosit y index allow s the f luid  to be used  at  
a w ide tem perature range

- Fluid  has an inherent ly low  Total Ac id  Num ber t hat  
resist s oxidat ion

- Fluid  is a GREEN produc t  t hat  is com posed  of  
renew ab le resources

- USDA Cer t if ied  as a Bio- based  p roduc t  t hat  is 
com posed  of  a m ajorit y of  renew ab le m aterials 

- Com pat ib le w it h polyol ester f luids for ease of  
conversion

- Contains add it ives to enhance oxidat ion stab ilit y 
t hat  w ill extend  service life

- Provides excellent  lub ricat ion charac terist ic s 
w hich extends pum p and  com ponent  life
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CONVENTIONAL

HOCUT®  795 B

HOCUT®  795 B is t he # 1 coolant  used  in Aerospace m achining  
app licat ions. It 's a versat ile, heavy dut y, chlorine- f ree, so lub le m etal 
rem oval f luid  spec ially form ulated  to m achine aerospace g rade 
alum inum  alloys, t it anium , Hastalloy, Inconel, stainless steels, 
superalloys, and  com posites. 

- Enhanced  lubric it y technology im proves p lant  
econom ics: 
- Im proves p roduc t ivit y -  reduces cyc le t im e and  

extends tool life
- Provides superior sur face f inish -  reduces 

rew ork and  sc rap  rates
- Low er running  concent rat ion reduces coolant  

usage
- Excellent  corrosion p rotec t ion for Aerospace 

alloys, p rotec t s both par t s and  m achinery 
- Bio- stab le form ulat ion extends sum p life. 

Elim inates odors. Minim izes w aste t reatm ent , 
d isposal, and  recharge cost s. No repeated  need  
for sum p- side add it ives

- Clean- running : High detergency keeps w heels 
and  m achine sur faces c lean thus m inim izing  
m aintenance dow nt im e

- Low  foam : Ideal for high feeds and  speeds and  
high p ressure app licat ions.

WOCO®  AW 68

WOCO®  AW 68 a p rem ium  ant i-w ear hydraulic  o il. 
Propert ies:
- ISO Viscosit y Grade: 68

- Viscosit y at  40°C: 68

- Viscosit y Index: 90

- Spec if ic  Gravit y at  60 / 60°F: 0 .88

- Pour Point : - 5F ( - 20°C)

- Flash Point , COC : 415°F (212°C)

- Out stand ing  oxidat ion resistance
- Reduces pum p and  system  w ear in high speed , 

high p ressure system s
- Resist s degradat ion by m oisture
- Separates air and  w ater quickly
- Out stand ing  seal and  m ult i- m etal com pat ib ilit y
- General Motors -  GM LS2 approved
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WOCO®  AW 32

WOCO®  AW 32 a p rem ium  ant i-w ear hydraulic  o il.
Propert ies:
- ISO Viscosit y Grade: 32

- Viscosit y at  40°C: 32

- Viscosit y Index: 95

- Spec if ic  Gravit y at  60 / 60°F: 0 .87

- Pour Point : - 15°F ( - 26°C)

- Flash Point , COC: 370°F (187°C)

- Out stand ing  oxidat ion resistance
- Reduces pum p and  system  w ear in high speed , 

high p ressure system s
- Resist s degradat ion by m oisture
- Separates air and  w ater quickly
- Out stand ing  seal and  m ult i- m etal com pat ib ilit y
- General Motors -  GM LS2 approved

WOCO®  AW 46

WOCO®  AW 46 a p rem ium  ant i-w ear hydraulic  o il.
Propert ies: 
- ISO Viscosit y Grade: 46

- Viscosit y at  40 °C: 46

- Viscosit y Index: 95

- Spec if ic  Gravit y at  60 / 60 °F: 0 .87

- Pour Point : - 15°F (- 26°C)

- Flash Point , COC: 460 °F (237°C)
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